
Orders Due: 03.31.23 
ETA: JULY 2024

VISIT
CLICK
CALL 1.800.338.4639

Athearn.com

Your Local Retailer

HO
30ft NACC 8,000 Gallon Tank Car

H.A.M.X. 32015
CAPY   132000

LT WT   45500 NEW 2−66

1/2 INCH HF

COMP SHOES

1/2 INCH HF

COMP SHOES

DOT−111 A 100 W6

BUILT 2−66

STEAM COILS

TARE

TESTED

EQUIPPED WITH

EXT. DWL STEAM COILS

200LBS

100LBS

12−17−69

B LINES

AMHURST LINED

TX. NACC 7-69

N.A.D.X. 7102
CAPY   132000

LT WT   45500 NEW 10−68

BRAND

DOT−111 A 100 W−6

BUILT 10−68

STEAM COILS

TARE

TESTED

EQUIPPED WITH

EXT. DWL STEAM COILS

200LBS

100LBS

12−17−69

B LINES

1/2 INCH HF

COMP SHOES

1/2 INCH HF

COMP SHOES

vmcx 1202
CAPY
LT WT

1 1 0000
46300   

DOT−111 A 100 W−6

BUILT 7−68

STEAM COILS

TARE

TESTED

EQUIPPED WITH

EXT. DWL STEAM COILS

200LBS
100LBS
12−17−69
B LINES

UTLX 78554
CAPY   154000

BOTTOM

OPERATING VALVELT WT   48300 NEW 9−67

CONSULT OWNER

BEFORE REPAIRING

OR CLEANING TANK

SHARP OBJECTS

MUST NOT CONTACT

LINING

FOR CHEMICAL EMERGENCY
Spill, Leak, Fire, Exposure or Accident

CALL CHEMTREC-DAY OR NIGHT

800-424-9300

LDLMT.

LT.WT.

1 3 1 1 0 0 LB

4 5 9 0 0 LB

5 9 5 0 0 KG

2 0 8 0 0 KG SHN 12.69
1 1/2  INCH HF
COMP. SHOES

1 1/2  INCH HF
COMP. SHOES

2 PT
8−89

GLASS FIBER INSULATION
DO NOT EXCEED 450 F

TAL 40
LINED CAR
APPLIED 12−84
DOT 111 A 60 W−1
SAFTY VALVE 35 LBS
TESTED 1989 CC DUE 1999

TANK 100 LBS
TESTED 1989 CC DUE 1999

FUSION WELDED EXT.
HEATER PIPES 300 LBS.

CONSULT OWNER BEFORE

RERAIRING TANK

SHARP OBJECTS MUST

NOT CONTACT LINING

DO NOT STEAM OR CLEAN TANK WITH

BOILING WATER OR CAUSTIC SODA

OLIN CORPORATION

LESSEE
VENT TANK

WHEN UNLOADING

EXTERIOR HEATER PIPES

NO INLETOR OUTLET

CAPS REQUIRED

MAX. PRESSURE FOR

HEATER PIPES 25 LBS.

ABD T
ABD S

BPL-

BLT-    6 - 7 2 REBLT -     -  

LUB
NO

TITLE  TO  THIS  CAR  IS  VESTED  IN 
A  TRUSTEE  UNDER  AN  EQUIPMENT 
TRUST  AGREEMENT  RECORDED
UNDER SECTION  II3O3  OF  THE
INTERSTATE COMMERCE ACT

GATX14021

 ATH97171 HAMX #32015
 ATH97172 HAMX #32027
 ATH97173 HAMX #32033

 ATH97177 UTLX #78554
 ATH97178 UTLX #78557
 ATH97179 UTLX #78563

 ATH97183 GATX #14021
 ATH97184 GATX #14034
 ATH97185 GATX #14037

 ATH97180 VMCX #1202
 ATH97181 VMCX #1206
 ATH97182 VMCX #1209

 ATH97174 NADX #7102
 ATH97175 NADX #7107
 ATH97176 NADX #7119

Hamm’s Penguin Ginger Ale

Wyandotte Chemicals Vulcan Chemicals

GATX (Service Driven)

MODEL  FEATURES: 
• Separate manway and vent
• Photo-etched metal platforms
• Wireform end and platform railings
• Separately-applied ladders with bracing
• Separately-applied brake gear including air reservoir and brake wheel
• Full underside detail including outlet
• Perfect for small home layouts
• Ready-To-Roll 100-ton roller bearing or Bettendorf trucks per prototype
• Machined metal wheels with RP25 contours operate on all popular 

brands of track
• Body-mounted McHenry® operating AAR upper and lower shelf scale 

knuckle couplers
• Accurately painted and printed
• Highly-detailed, injection-molded body
• Weighted for trouble-free operation
• Minimum radius: 18”

PROTOTYPE AND BACKGROUND INFO:
 The North American Car Corporation designed and built these unique 

8,000 gallon “Beer Can” tank cars specifically for transporting smaller 
batches of various liquid commodities. Some customers couldn’t handle 
or didn’t need large shipments of the product. Several leasing companies 
rostered this car. These short, eye-catching models, were seen all 
throughout the 1970’s-1990’s in assigned service.

$44.99 INDIVIDUAL 


